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(57) ABSTRACT

An apparatus and method to detect coordinates in a pen-based
display device are provided. In the apparatus, when an elec-
tronic pen is placed at a specific position on a display, an
image of a pixel group corresponding to the specific position
is captured through a camera provided in the electronic pen, a
reference point is detected in the pixel group by processing
the captured image of the pixel group, an area type of the
captured image is determined based on the reference point,
values of a coordinate indications corresponding to the posi-
tion of the pixel group are determined, selectively correcting
the determined values ofthe coordinate indications according
to the determined area type to determine final values of the
coordinate indications, and applying a predetermined coor-
dinates calculation rule to the determined final values of the
coordinate indications to determine final coordinates of the
electronic pen.
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APPARATUS AND METHOD TO DETECT
COORDINATES IN A PENBASED DISPLAY
DEVICE

PRIORITY

This application claims the benefit under 35 U.S.C. §119
(a) of a Korean patent application filed on Apr. 4, 2012 in the
Korean Intellectual Property Office and assigned Serial No.
10-2012-0034866, the entire disclosure of which is hereby
incorporated by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an electronic device having
a display device. More particularly, the present invention
relates to a method and apparatus to detect coordinates in an
electronic device having a pen-based display device.

2. Description of the Related Art

Typically, electronic devices such as a TeleVision (TV), a
portable phone, a computer, an electronic blackboard, a tab-
let, an e-book reader, and a smart phone adopt a keyboard, a
keypad, a mouse, and so forth for interfacing with a user.
However, with the recent development trend of small-size
electronic devices with enhanced portability, User Interface
(UI) methods have evolved accordingly. Major Ul methods
include atouch screen input scheme in which a user applies an
input by directly touching a screen with a finger or atouch pen
and a motion recognition scheme in which a user applies an
input by a gesture.

The touch screen input scheme requires inputs such as a
handwritten input on a display. For example, a resistive-type
touch screen input scheme enables input through an input
means like a stylus pen. However, as a capacitive-type touch
screen input scheme has gained in popularity, handwriting is
difficult to input.

In the touch screen input schemes, an input is determined
by recognizing patterns predefined on a display using an
electronic pen. Specifically, patterns formed on the display
are recognized by means of the electronic pen having a cam-
era, the position of the electronic pen is detected based on the
recognized patterns, and an input is determined based on the
detected position value. That is, an area of the display pointed
by the electronic pen is captured along the direction of the pen
point of the electronic pen through the camera and preset
patterns are detected from the captured image. Thus, the
position pointed by the electronic pen or a command is rec-
ognized based on the detected patterns.

FIG.11illustrates exemplary patterns formed on a display in
an electronic pen-based input scheme according to the related
art.

Referring to FIG. 1, pixels 101, sub-pixels 103, and Black
Matrices (BMs) 105 are defined on a display. Each pixel 101
is divided into sub-pixels 103 representing Red (R), Green
(G) and Blue (B), respectively. Adjacent sub-pixels and adja-
cent pixels are separated from each other by BMs 105.

According to the electronic pen-based input scheme illus-
trated in FIG. 1, changed sub-pixels 107 are obtained by
applying preset patterns to pixels or sub-pixels. A position or
motion on the display may be determined by recognizing
changed sub-pixels 107 using an electronic pen. However, the
changed sub-pixels 107 cause performance degradation of
the display. That is, the changed sub-pixels 107 may distort
represented colors or affect brightness or sharpness of the
display in relation to the performance of the display. More-
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over, when the electronic pen recognizes a wrong pattern, it is
not easy to detect or correct the error.

The above information is presented as background infor-
mation only to assist with an understanding of the present
disclosure. No determination has been made, and no assertion
is made, as to whether any of the above might be applicable as
prior art with regard to the present invention.

SUMMARY OF THE INVENTION

Aspects of the present invention are to address at least the
above-mentioned problems and/or disadvantages and to pro-
vide at least the advantages described below. Accordingly, an
aspect of the present invention is to provide an apparatus and
method to recognize a position and a pattern using an elec-
tronic pen in an electronic device having a touch input-type
display device.

Another aspect of the present invention is to provide an
apparatus and method to recognize a position and a pattern
using an electronic pen without almost any degradation of
brightness or contrast of a display in an electronic device
having a touch input-type display device.

In accordance with an aspect of the present invention, a
method of detecting coordinates of a position of an electronic
pen on a display based on a plurality of pixel groups arranged
on the display is provided. The method includes capturing an
image of a pixel group corresponding to a specific position
through a camera provided in the electronic pen, when the
electronic pen is placed at a specific position on the display,
detecting a reference point in the pixel group by processing
the captured image of the pixel group and determining an area
type of the captured image based on the reference point,
determining values of coordinate indications corresponding
to the position of the pixel group, selectively correcting the
determined values of the coordinate indications according to
the determined area type to determine final values of the
coordinate indications, and applying a predetermined coor-
dinates calculation rule to the determined final values of the
coordinate indications to determine final coordinates of the
electronic pen.

In accordance with another aspect of the present invention,
a method of detecting coordinates of a position of an elec-
tronic pen on a display based on a plurality of pixel groups
arranged on the display is provided. The method includes,
when the electronic pen is placed at a specific position on the
display, receiving an image of a pixel group corresponding to
a specific position that is captured through a camera provided
in the electronic pen, detecting a reference point in the pixel
group by processing the received image of the pixel group,
determining an area type of the captured image based on the
reference point, determining values of coordinate indications
corresponding to the position of the pixel group, selectively
correcting the determined values of the coordinate indica-
tions according to the determined area type and determining
final values of the coordinate indications, and applying a
predetermined coordinates calculation rule to the determined
final values of the coordinate indications and determining
final coordinates of the electronic pen.

In accordance with another aspect of the present invention,
an apparatus to detect coordinates of a position on a display
based on a plurality of pixel groups arranged on the display is
provided. The apparatus includes, a camera unit configured to
capture an image of a pixel group corresponding to the spe-
cific position, when an electronic pen is placed at the specific
position on the display, a recognizer configured to detect a
reference point in the pixel group by processing the captured
image of the pixel group, determine an area type of the cap-
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tured image based on the reference point, and determine
values of coordinate indications corresponding to the position
of'the pixel group, a coordinate indication decider configured
to determine final values of the coordinate indications by
selectively correcting the determined values ofthe coordinate
indications according to the determined area type, and a coor-
dinate decider configured to determine final coordinates of
the electronic pen by applying a predetermined coordinates
calculation rule to the determined final values of the coordi-
nate indications.

In accordance with another aspect of the present invention,
an apparatus to detect coordinates of a position on a display
based on pixel groups arranged on the display is provided.
The apparatus includes, a recognizer configured to detect a
reference point in a pixel group corresponding to the specific
position by processing an image of the pixel group captured
through a camera provided in the electronic pen, when the
electronic pen is placed at the specific position on the display,
determine an area type of the captured image based on the
reference point, and determine values of coordinate indica-
tions corresponding to the position of the pixel group, a coor-
dinate indication decider is configured determine final values
of the coordinate indications by selectively correcting the
determined values of the coordinate indications according to
the determined area type, and a coordinate decider is config-
ured determine final coordinates of the electronic pen by
applying a predetermined coordinates calculation rule to the
determined final values of the coordinate indications.

In accordance with another aspect of the present invention,
a display panel to display content received from an electronic
pen is provided. On the display panel, pixel groups are
arranged, each pixel group being a minimum recognition unit
of the electronic pen and including first to fourth pixels, a
pattern representing a reference point is formed on a first
sub-pixel among sub-pixels of the first pixel, patterns repre-
senting coordinate indications x, and y, are formed on the
other sub-pixels of the first pixel, patterns representing coor-
dinate indications X, X, and x, are formed on sub-pixels of
the second pixel located at the same Y coordinate as the first
pixel, patterns representing coordinate indications y5, y, and
y, are formed on sub-pixels of the third pixel located at the
same X coordinate as the reference point, and patterns repre-
senting parity indications are formed on sub-pixels of the
fourth pixel located in a diagonal direction from the first pixel.

In accordance with a further aspect of the present inven-
tion, a method of fabricating a display panel to display con-
tent received from an electronic pen is provided. In the
method, pixel groups are arranged, each pixel group being a
minimum recognition unit of the electronic pen and including
first to fourth pixels, a pattern representing a reference point
is formed on a first sub-pixel among sub-pixels of the first
pixel, patterns representing coordinate indications X, and y,,
are formed on the other sub-pixels of the first pixel, patterns
representing coordinate indications X5, X, and x, are formed
on sub-pixels of the second pixel located at the same Y coor-
dinate as the first pixel, patterns representing coordinate indi-
cations ys, ¥, and y, are formed on sub-pixels of the third
pixel that are located at the same X coordinate as the reference
point, and patterns representing parity indications are formed
on sub-pixels of the fourth pixel that are located in a diagonal
direction from the first pixel.

Other aspects, advantages, and salient features of the
invention will become apparent to those skilled in the art from
the following detailed description, which, taken in conjunc-
tion with the annexed drawings, discloses exemplary embodi-
ments of the invention.
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BRIEF DESCRIPTION OF THE DRAWINGS

The above and other objects, features, and advantages of
certain exemplary embodiments of the present invention will
be more apparent from the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1illustrates exemplary patterns formed on a display in
an electronic pen-based input scheme according to the related
art;

FIGS. 2A and 2B illustrate exemplary methods of forming
patterns on a display to implement an electronic pen-based
input scheme according to an exemplary embodiment of the
present invention;

FIGS. 3A and 3B illustrate mapping relationships between
sub-pixels and coordinate indications on a display according
to an exemplary embodiment of the present invention;

FIGS. 4A and 4B illustrate mapping relationships between
patterns and coordinate indications on a display according to
an exemplary embodiment of the present invention;

FIG. 5 illustrates exemplary patterns formed on a display
according to an exemplary embodiment of the present inven-
tion;

FIG. 6 illustrates a relationship between coordinates and a
display according to an exemplary embodiment of the present
invention;

FIG. 7 illustrates an area that an electronic pen can recog-
nize according to an exemplary embodiment of the present
invention;

FIG. 8 is a flowchart illustrating a method of determining
values of coordinate indications according to an exemplary
embodiment of the present invention;

FIG. 9 illustrates an area that an electronic pen can recog-
nize according to an exemplary embodiment of the present
invention;

FIG. 10 is a flowchart illustrating a method of determining
coordinates according to an exemplary embodiment of the
present invention;

FIG. 11 is a flowchart illustrating a method of determining
values of coordinate indications according to an exemplary
embodiment of the present invention; and

FIG. 12 is a block diagram of a coordinate determination
apparatus according to an exemplary embodiment of the
present invention.

Throughout the drawings, like reference numerals will be
understood to refer to like parts, components, and structures.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

The following description with reference to the accompa-
nying drawings is provided to assist in a comprehensive
understanding of exemplary embodiments of the invention as
defined by the claims and their equivalents. It includes vari-
ous specific details to assist in that understanding but these are
to be regarded as merely exemplary. Accordingly, those of
ordinary skill in the art will recognize that various changes
and modifications of the embodiments described herein can
be made without departing from the scope and spirit of the
invention. In addition, descriptions of well-known functions
and constructions may be omitted for clarity and conciseness.

The terms and words used in the following description and
claims are not limited to the bibliographical meanings, but,
are merely used by the inventor to enable a clear and consis-
tent understanding of the invention. Accordingly, it should be
apparent to those skilled in the art that the following descrip-
tion of exemplary embodiments of the present invention is
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provided for illustration purpose only and not for the purpose
of limiting the invention as defined by the appended claims
and their equivalents.

It is to be understood that the singular forms “a,” “an,” and
“the” include plural referents unless the context clearly dic-
tates otherwise. Thus, for example, reference to “a compo-
nent surface” includes reference to one or more of such sur-
faces.

The present invention provides an input method for an
electronic pen which may be used for an electronic device
having a display screen, such as a portable phone, a computer,
an electronic blackboard, a tablet, or an e-book reader. Par-
ticularly, the present invention provides an electronic pen-
based input method in which specific patterns formed on
sub-pixels are recognized using an electronic pen. The posi-
tion of the electronic pen is determined based on the recog-
nized patterns and an input is applied at the determined posi-
tion on a display such as a Liquid Crystal Display (LCD)
display, a Plasma Display Panel (PDP) display, an Organic
Light Emitting Diode (OLED) display, an Active Matrix
OLED (AMOLED) display, or an electronic paper display.

Accordingly, the present invention provides an electronic
pen which detects patterns formed in parts of sub-pixels and
determines an input position and gesture information, and a
display including sub-pixels formed into predetermined pat-
terns.

The present invention is applicable irrespective of the type
of'a display used. The display may be configured as an LCD
display, a PDP display, an OLED, an AMOLED display, or an
electronic paper display.

FIGS. 2A and 2B illustrate exemplary methods of forming
patterns on a display to implement an electronic pen-based
input scheme according to an exemplary embodiment of the
present invention.

In particular, FIG. 2A illustrates an example in which pat-
terns are formed on pixels in a display.

Referring to FIG. 2A, four pixels are set as a minimum unit
to be optically recognized by an electronic pen, as indicated
by reference numeral 201. Predetermined patterns are regu-
larly formed on each pixel. For example, since the same
pattern representing a reference point 202 is formed at a fixed
position in every four pixels 201, the electronic pen may
detect the reference point 202 to determine a reference at
which to start a coordinate recognition operation. While the
minimum unit to be optically recognized by the electronic
pen is set to 4 pixels, the minimum unit is not limited to any
specific value.

After detecting the reference point 202, the electronic pen
recognizes X-coordinate indications 203 and Y-coordinate
indications 204 to determine its position. Each X-coordinate
indication 203 is positioned at one of 7 positions defined in a
sub-pixel and each Y-coordinate indication 204 is positioned
at one of 7 positions defined in a sub-pixel.

FIG. 2B illustrates another exemplary embodiment of a
minimum unit that an electronic pen optically recognizes
according to an exemplary embodiment of the present inven-
tion.

Referring to FIG. 2B, reference numeral 211 denotes one
pixel. If the minimum unit to be optically recognized by the
electronic pen is set to four pixels, reference numeral 212
denotes the minimum unit. In this manner, pixels and sub-
pixels may be configured differently depending on the char-
acteristics of a display and the recognition minimum unit of
the electronic pen and the coordinate indications may be
configured according to the pixel configuration of the display.

FIGS. 3 A and 3B illustrate mapping relationships between
sub-pixels and coordinate indications on a display according

20

25

30

40

45

55

6

to an exemplary embodiment of the present invention. In
particular, FIGS. 3A and 3B illustrate exemplary mapping
relationships between indications and sub-pixels, if X-coor-
dinate indications 203 and Y-coordinate indications 204 illus-
trated in FIGS. 2A and 2B are denoted respectively x5, X,, X,
Xo» ¥a: Y2, Y1 ad Yo.

It is readily understood that there may exist many indica-
tion-sub-pixel mapping relationships other than those illus-
trated in FIGS. 3A and 3B.

A position of the display pointed at by the electronic pen is
determined by recognizing the values of X-coordinate indi-
cations 203 and Y-coordinate indications 204 corresponding
to sub-pixels and applying a predetermined rule to the recog-
nized values. For example, if each of the coordinate indica-
tions X3, X2, X5, X,, X;, Xg, V3, ¥ and y, has an integer value
ranging from 0 to 6 and the coordinate indication y, has an
integer value ranging from O to 3, an X coordinate may be
calculated by mathematical Equation (1) and a Y coordinate
may be calculated by mathematical Equation (2).

TAxxa TP x4 )X Ko Equation (1)

TPaxys+T)aty,+4)y 14y, Equation (2)

According to mathematical Equation (1), the X coordinate
may indicate one of a total of 2401 positions, ranging from 0
to 2400 and the Y coordinate may indicate one of a total of
1600 positions, ranging from O to 1599, according to the
values of the coordinate indications X;, X5, X;, Xg, V35 Y25 Y1
and y,. If the optical recognition minimum unit of the elec-
tronic pen is 2x2 pixels as described above, a position on a
display having 4802(=2401x2) pixels along an X-axis direc-
tion and 3200(=1600x2) pixels along a Y-axis direction may
be represented using the method illustrated in FIGS. 2A, 2B,
3A, and 3B and mathematical Equations (1) and (2).

If the optical recognition minimum unit of the electronic
pen is AxB pixels, the method illustrated in FIGS. 2A, 2B,
3A, and 3B, and mathematical Equations (1) and (2) are
available to any display having 2401xA pixels along the
X-axis direction and 1600xB pixels along the Y-axis direc-
tion, for position representation.

While 7 positions are defined in each sub-pixel to represent
an X-coordinate indication 203 and a Y-coordinate indication
204 in FIG. 2A, the number of positions defined in a sub-pixel
is not limited to any specific value. However, if more posi-
tions are available to an X-coordinate indication 203 and a
Y-coordinate indication 204 in sub-pixels, the recognition
performance of the electronic pen may be increased, but an
apparatus to recognize a position and a pattern gets expensive.

A position on a display may be calculated in a different
manner by modifying the mathematical equations for calcu-
lating the X and Y coordinates based on the values of X-co-
ordinate indications 203 and Y-coordinate indications 204.

A method of defining coordinate values using the patterns
of X-coordinate indications 203 and Y-coordinate indications
204 illustrated in FIGS. 2A and 2B is provided with reference
to FIG. 4A. For the sake of brevity, it is assumed that each of
the coordinate indications x3, x2, x1, x0, y3, y2 and y1 has an
integer value ranging from 0 to 6 and the coordinate indica-
tion y0 has an integer value ranging from 0 to 3.

FIGS. 4A and 4B illustrate mapping relationships between
patterns and coordinate indications on a display according to
an exemplary embodiment of the present invention.

FIG. 4A illustrates an example of defining values for each
of the coordinate indications X5, X,, X;, Xo, V5, ¥ and y,;
according to an exemplary embodiment of the present inven-
tion.
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Referring to FIG. 4A, each indication pattern corresponds
to one of numbers 0 to 6. For example, if a pattern 403 is
formed on a sub-pixel, the pattern corresponds to number 2.
Accordingly, one of the coordinate indications X5, X,, X;, X,
V3, ¥, and y, corresponding to the sub-pixel has a value of 2.

FIG. 4B illustrates an example of defining values for the
coordinate indication y,. Since the coordinate indication y,
ranges from O to 3 and a total of 7 patterns are available to
represent the coordinate indication y,, patterns having the
same value will exist. For example, although reference
numerals 413 and 414 denote different patterns, the patterns
413 and 414 may be defined as the same value of 1. The
method of determining X and Y coordinates illustrated in
FIGS. 4A and 4B is exemplary and thus many other methods
are applicable.

FIG. 5 illustrates exemplary patterns formed on a display
according to an exemplary embodiment of the present inven-
tion.

If the values of X-coordinate indications and Y-coordinate
indications illustrated in FIG. 5 are calculated according to
the patterns illustrated in FIGS. 4A and 4B, with coordinate
indications having values of x,=1, x,=5, x,=5, X,=2, y5=3,
y,=0,y,=3,and y,=1. Mathematical Equations (1) and (2) are
calculated using these values. Then X and Y coordinates are
obtained as follows.

73x14+7?x+) and (2) Equation (3)

PPxAx3+Tx+T0+4x+41=601 Equation (4)

In general, X andY coordinates are sequentially defined on
a display with respect to an upper left corner as the origin, as
illustrated in FIG. 6. It is also possible to define the X and Y
coordinates in a different manner to ensure security or for
other purposes. A method to set X and Y coordinates is not
required to implement the present invention and a detailed
description of the same is not provided herein. For the sake of
brevity, the present invention will be described using the
sequential coordinates setting as illustrated in FIG. 6.

FIG. 6 illustrates a relationship between coordinates and a
display according to an exemplary embodiment of the present
invention.

Unless specifically mentioned otherwise, each X-Y coor-
dinate pair illustrated in FIG. 6 represents the position of four
pixels because the minimum unit used to recognize patterns
by the electronic pen is assumed to be 4 pixels.

The operation of recognizing a position by the electronic
pen described above with reference to FIGS. 2A to 5 is sum-
marized as follows.

Position Recognition Operation of the Electronic Pen

(1) Pixels of a display are captured;

(2) A reference point is detected;

(3) X-coordinate indications and Y-coordinate indications
are recognized with respect to the reference point and the
values of the X-coordinate indications and the Y-coordinate
indications are determined; and

(4) Final X-Y coordinates are calculated by applying a
predetermined rule to the values of the X-coordinate indica-
tions and the Y-coordinate indications.

FIG. 7 illustrates an area that an electronic pen can recog-
nize according to an exemplary embodiment of the present
invention. It is assumed that coordinates are defined accord-
ing to mathematical Equation (1) in FIG. 7.

Initially, the electronic pen initially recognizes pixels in an
area 720 in FIG. 7. However, coordinate indications X5, X,, Xy,
X0, V35 ¥, ¥, and y, are set for the X and Y coordinates of the
area 710 and are denoted by (A, B). Thus, the area 720
includes a part of the area 710 having the coordinates (A, B)
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and a part of an area having coordinates (A+1, B). That is, if
the electronic pen initially recognizes the pixels of the area
720, x1 and x0 are a part of X-coordinate indications repre-
senting the coordinate A which are recognized by the elec-
tronic pen with respect to a reference point, and x3' and x2' are
a part of X-coordinate indications representing the coordinate
(A+1). For example, if A=1126, A+1=1127. Therefore, the
X-coordinate indications may be expressed as (X5, X5, X;,
X,)=(3,1,6,6) and (x;', X,".X,", X,)=(3,2,0,0). However, if the
electronic pen recognizes the area 720, the electronic pen
recognizes (X;',X,',X;,X,) as X-coordinate indications and
thus determines the values of the X-coordinate indications as
(X5',X5',X1,%5)=(3,2,6,6)=1175. This value is far from the
coordinate A or (A+1), resulting in a coordinates recognition
error. To prevent generation of an error during coordinate
recognition, it is necessary to correct a value recognized by
the electronic pen to the coordinate A or (A+1).

FIG. 8 is a flowchart illustrating a method of determining
values of coordinate indications according to an exemplary
embodiment of the present invention.

Referring to FIG. 8, a coordinate value (x;', X,',X;, X,) is
recognized by the electronic pen in step 801. In step 802, x,
is calculated by adding 1 to x0 and then performing a
modulo-7 operation on (X,+1). It is determined whether x,,' is
0 in step 803. If x,' is 0, this means that a carry has been
generated. Therefore, x,' is calculated by adding 1 to x; and
then performing a modulo-7 operation on (x,+1) in step 804
and it is determined that x,'=x, in step 805. In the same
manner, the values of (X3!, X,', X,', X,') are all calculated,
thereby determining the value (A+1).

While only the case of an error generated during an X
coordinate recognition operation has been described in FIGS.
7 and 8, the same problem may occur to a Y coordinate
recognition operation. When an error is generated during the
Y coordinate recognition operation, an erroneous Y coordi-
nate may be corrected in the operation of FIG. 8.

Further disclosed is a method of minimizing the computa-
tion and implementation complexity in recognizing coordi-
nates.

FIG. 9 illustrates an area that an electronic pen can recog-
nize according to an exemplary embodiment of the present
invention.

Referring to FIG. 9, x, and y,, are allocated to sub-pixels
922 and 923 of a pixel having a reference point 921 in an area
920. Parity values are allocated only to sub-pixels located in
a diagonal direction from a pixel having a reference point, as
indicated by reference numeral 910. That is, the pixel 910
does not represent X and Y coordinates directly. Then x;, x,
and x, among X-coordinate indications corresponding to an
X coordinate are allocated respectively to sub-pixels 924, 925
and 926 of a pixel without a reference point, and are located
atthe sameY coordinate as the reference point 921. Likewise,
V3, ¥, and y, among Y-coordinate indications corresponding
to aY coordinate are allocated respectively to sub-pixels 927,
928 and 929 of a pixel without a reference point, and are
located at the same X coordinate as the reference point 921.

In the pattern allocation method illustrated in FI1G. 9, if the
electronic pen initially recognizes an area 930, the X-coordi-
nate of the area 930 is determined by (X5, X,, X;, X,"), while the
X-coordinate of the area 920 is determined by (X5, X,, X;, X,)-
The coordinate indications X, and X' are placed in the rela-
tionship that x,=(x,'-1)mod 7. The areas 920 and 930 have
the same Y coordinates (V5, ¥, ¥;> Yo)

If the electronic pen initially recognizes an area 940, the
Y-coordinate of the area 940 is determined by (v, V2, V15 Yo')s
while the Y-coordinate of the area 920 is determined by (ys;,
V1, Y15 Yo)- The coordinate indications y0O and y0' are placed in
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the relationship that y,=(y,'-1)mod 7. The areas 920 and 940
have the same X coordinates (X, X,, X;, Xg)-

If the electronic pen recognizes an area 950, the X coordi-
nate and Y \ coordinate of the area 950 are determined by (x5,
X,, Xy, Xo) and (¥, V., V1, ¥o') respectively. The coordinate
indications X, and x,' are placed in the relationship that x,=
(Xo'-1)mod 7 and y, and y,' are placed in the relationship that
Yo=(¥o'-1)mod 7.

Therefore, if the electronic pen recognizes the area 920 on
the display, the X and Y coordinates of the area 920 may be
obtained from initially recognized X and Y coordinates with-
out performing an additional computation operation to cor-
rect coordinates. [fthe electronic pen recognizes the area 930
or 940 on the display, the X and Y coordinates of the area 930
or 940 may be obtained by one simple computation operation.
If the electronic pen recognizes the area 950 on the display,
the X and Y coordinates of the area 950 may be obtained by
two computation operations.

Compared to the example of FIG. 7, a carry does not occur
during computation in the method of mapping sub-pixels to
X-coordinate indications and Y-coordinate indications in
FIG. 9. Since there is no need to determine whether a carry
has occurred, computation is simplified.

FIG. 10 is a flowchart illustrating a method of determining
coordinates according to an exemplary embodiment of the
present invention.

Referring to FIG. 10, a pixel image is captured from the
surface of the display through a built-in camera of the elec-
tronic pen in step 1010. A reference point is detected by
processing the captured pixel image in step 1020. The refer-
ence point may be detected by the electronic pen or an exter-
nal electronic device other than the electronic pen.

In step 1030, an area recognized through the captured
image is determined according to the position of the reference
point. The electronic pen or an external electronic device
other than the electronic pen may determine the recognized
area.

According to the exemplary embodiment illustrated in
FIG. 9, the recognized area may be determined as one of the
four areas 920, 930, 940 and 950 according to the position of
the reference point. Because the minimum recognition unit of
the electronic pen is four pixels, four cases may be considered
to determine an area recognized by the electronic pen. How-
ever, if the minimum recognition unit of the electronic pen is
different, the number of possible cases to be considered to
determine an area recognized by the electronic pen may be
increased or decreased.

In step 1040, the values of X-coordinate indications and
Y-coordinate indications in the determined area are deter-
mined by comparing the patterns of the X-coordinate indica-
tions and Y-coordinate indications with total images of pre-
determined patterns.

According to the exemplary embodiment illustrated in
FIG. 9, the X-coordinate indications and Y-coordinate indi-
cations may be denoted by X, X,, X;, Xg, Xg', V3, Y2, ¥y» Yo and
Vo' As illustrated in FIGS. 4A and 4B, the values of each of
the coordinate indications X5, X,, X;, Xg, Xo', V3, ¥, and y,, may
range from 0 to 6 and each ofthe coordinate indications y, and
Vo ranges from O to 3. These values may vary depending on
the type of system. The electronic pen or an external elec-
tronic device other than the electronic pen may determine the
values of the X-coordinate indications and the Y-coordinate
indications.

In step 1050, the values of the coordinate indications x5, X5,
Xy, Xgs V3, Y2, ¥y and y,, are determined according to the area
determined in step 1030.
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Step 1050 is described in more detail below with reference
to FIG. 11.

FIG. 11 is a flowchart illustrating a method of determining
values of coordinate indications according to an exemplary
embodiment of the present invention.

Referring to FIG. 11, when the area 920 is determined as
recognized in step 1110, the values of the X-coordinate indi-
cations and Y-coordinate indications of the area 920 are deter-
mined based on the values determined in step 1040, in step
1170. Ifthe area 930 is determined as recognized in step 1120,
coordinate indication x0 is calculated by x,=(X,'-1)mod 7 in
step 1130 and the values of the X-coordinate indications and
Y-coordinate indications of the area 930 are determined in
step 1170. If the area 940 is determined as recognized in step
1140, coordinate indication y, is calculated by y,=(y,'-1)
mod 7 in step 1150 and the values of the X-coordinate indi-
cations and Y-coordinate indications of the area 940 are deter-
mined in step 1170. If the area 940 is not determined as
recognized in step 1140, this indicates that the area 950 is
determined as recognized. Thus x, and y, are calculated by
Xo=(X,'-1)mod 7 and y,=(y,'-1)mod 7 in step 1160 and the
values of the X-coordinate indications and Y-coordinate indi-
cations of the area 950 are determined in step 1170.

While FIG. 11 illustrates an operation of determining the
values of X-coordinate indications and Y-coordinate indica-
tions according to the exemplary embodiment of FIG. 9, this
operation may be performed in various fashions according to
a method of mapping X-coordinate indications and Y-coordi-
nate indications to sub-pixels. The electronic pen or an exter-
nal electronic device other than the electronic pen may deter-
mine the values of the X-coordinate indications and
Y-coordinate indications.

Referring back to FIG. 10, in step 1060, the input position
of the electronic pen is calculated using the values of the
X-coordinate indications and Y-coordinate indications deter-
mined in step 1050 according to a predetermined rule. In the
exemplary embodiment of the present invention, the input
position of the electronic pen may be calculated by math-
ematical Equation (1). The mathematical Equation used to
calculate the input position of the electronic pen may be
defined as various rules based on the system which the present
disclosure is implemented into. The electronic pen or an
external electronic device other than the electronic pen may
calculate the input position of the electronic pen.

An apparatus that performs the operations of FIGS. 10 and
11 is described below in more detail with reference to FIG.
12.

FIG. 12 is a block diagram of a coordinate determination
apparatus according to an exemplary embodiment of the
present invention.

Referring to FIG. 12, a reference point and coordinate
recognizer 1201 detects a reference point by processing a
pixel image captured from the surface of the display through
the camera in the electronic pen and determines a recognized
area. The reference point and coordinate recognizer 1201
determines the values of X-coordinate indications and Y-co-
ordinate indications in the recognized area by comparing the
patterns of the coordinate indications with predetermined
patterns.

If the area determined by the reference point and coordi-
nate recognizer 1201 does not require correction of coordi-
nate indication values, a coordinate indication decider 1202
provides the value of the X-coordinate indications and Y-co-
ordinate indications determined by the reference point and
coordinate recognizer 1201 to a coordinate decider 1203. If
the area determined by the reference point and coordinate
recognizer 1201 requires correction of coordinate indication
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values, the coordinate indication decider 1202 corrects a part
of the determined values of the X-coordinate indications and
Y-coordinate indications and provides the values of the X-co-
ordinate indications and Y-coordinate indications to the coor-
dinate decider 1203.

The coordinate decider 1203 finally determines the input
position of the electronic pen by calculating coordinates
according to a predetermined rule using the X-coordinate
indications and Y-coordinate indications received from the
coordinate indication decider 1202.

All or a part of the function units illustrated in FIG. 12 may
be provided in the electronic pen or in an external electronic
device other than the electronic pen.

As is apparent from the above description of the present
disclosure, when a position and a pattern are recognized from
a touch input-based display device by an electronic pen, the
position and pattern can be recognized accurately with a
minimum number of operations.

While the invention has been shown and described with
reference to certain exemplary embodiments thereof, it will
be understood by those skilled in the art that various changes
in form and details may be made therein without departing
from the spirit and scope of the invention as defined by the
appended claims and their equivalents.

What is claimed is:

1. A method of detecting coordinates of a position of an
electronic pen on a display based on a plurality of pixel
groups arranged on the display, the method comprising:

capturing a pixel group corresponding to a specific position

through a camera provided in the electronic pen, when
the electronic pen is placed at the specific position on the
display;

detecting a reference point in one pixel included in the

pixel group and determining a position area of the pixel
group according to the reference point;

determining values of coordinate indications correspond-

ing to a plurality of pixels included in the pixel group in
the area;

and

applying a predetermined coordinates calculation rule to

the values of the coordinate indications to determine
final coordinates of the electronic pen,

wherein the coordinate indications have predetermined

patterns defined as predetermined values, and each coor-
dinate indication is located at one of the positions
defined in a sub-pixel of each of the pixels of the pixel
group except for the one pixel from which the reference
point is detected.

2. The method of claim 1,

wherein the determination of the values of the coordinate

indications comprises determining the predetermined
values corresponding to the predetermined patterns of
coordinate indications as the values of the coordinate
indications.

3. The method of claim 2, wherein coordinate indications
X, and y, are allocated to sub-pixels of a pixel corresponding
to the reference point, coordinate indications x5, X, and X, are
allocated to sub-pixels of a pixel without the reference point
that are located at the same X coordinate as the reference
point, coordinate indications y;, v, and y, are allocated to
sub-pixels of a pixel without the reference point that are
located at the same Y coordinate as the reference point, and
parity indications are allocated to sub-pixels of a pixel located
in a diagonal direction from the pixel having the reference
point in the pixel group having the reference point.

4. The method of claim 3, wherein the area is one of a first
area representing the pixel group having the reference point,
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a second area shifted from the first area by one pixel along an
X-axis, a third area shifted from the first area by one pixel
along a Y-axis, and a fourth area shifted from the first area by
one pixel along the X-axis and by one pixel along the Y-axis.
5. The method of claim 4, wherein the determining of
values of the coordinate indications comprises:
determining values of coordinate indications correspond-
ing to the plurality of pixels included in the pixel group;
and
selectively correcting the determined values of the coordi-
nate indications according to the area to determine final
values of the coordinate indications,
wherein the correcting of the determined values of the
coordinate indications comprises:
determining the determined values of the coordinate
indications as the final values of the coordinate indi-
cations, if the determined area is the first area,
correcting the value of a coordinate indication x,’
among the determined values of the coordinate indi-
cations by a first equation and determining the values
of the coordinate indications including the corrected
value of the coordinate indication x,” as the final
values of the coordinate indications, if the determined
area is the second area,
correcting the value of a coordinate indication y,’
among the determined values of the coordinate indi-
cations by a second equation and determining the
values of the coordinate indications including the cor-
rected value of the coordinate indication y,” as the
final values of the coordinate indications, if the deter-
mined area is the third area, and
correcting the values of the coordinate indications x,’
and y,” among the determined values of the coordi-
nate indications by the first and second equations and
determining the values of the coordinate indications
including the corrected values of the coordinate indi-
cations X0’ and y0’ as the final values of the coordi-
nate indications, if the determined area is the fourth
area.
6. The method of claim 5, wherein the first equation is
Xo=(X,'-1) mod 7 and the second equation is y,=(y,'-1) mod

7. The method of claim 6, wherein the predetermined coor-
dinates calculation rule is defined as the following equations,

X=T3xx34 755,47 0% 4%

Y=T3x=0y;+Tordy,+40y +yo.

8. A method of detecting coordinates of a position of an
electronic pen on a display based on a plurality of pixel
groups arranged on the display, the method comprising:

when an electronic pen is placed at a specific position on a

display:

receiving a pixel group corresponding to a specific posi-
tion that is captured through a camera provided in the
electronic pen,

detecting a reference point in one pixel included in the
pixel group, and

determining a position area of the pixel group according
to the reference point;

determining values of coordinate indications correspond-

ing to a plurality of pixels included in the pixel group in
the area; and

applying a predetermined coordinates calculation rule to

the values of the coordinate indications and determining
final coordinates of the electronic pen,
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wherein the coordinate indications have predetermined
patterns defined as predetermined values, and each coor-
dinate indication is located at one of the positions
defined in a sub-pixel of each of the pixels of the pixel
group except for the one pixel from which the reference
point is detected.

9. The method of claim 8,

wherein the determination of the values of the coordinate

indications comprises determining the predetermined
values corresponding to the predetermined patterns of
the coordinate indications as the values of the coordinate
indications.

10. The method of claim 9, wherein coordinate indications
X, and y, are allocated to sub-pixels of a pixel corresponding
to the reference point, coordinate indications x5, X, and X, are
allocated to sub-pixels of a pixel without the reference point
that are located at the same X coordinate as the reference
point, coordinate indications y;, v, and y, are allocated to
sub-pixels of a pixel without the reference point that are
located at the same Y coordinate as the reference point, and
parity indications are allocated to sub-pixels of a pixel located
in a diagonal direction from the pixel corresponding to the
reference point in the pixel group having the reference point.

11. The method of claim 10, wherein the area is one of a
first area representing the pixel group having the reference
point, a second area shifted from the first area by one pixel
along an X-axis, a third area shifted from the first area by one
pixel along a Y-axis, and a fourth area shifted from the first
area by one pixel along the X-axis and by one pixel along the
Y-axis.

12. The method of claim 11, wherein the determining of
values of the coordinate indications comprises:

determining values of coordinate indications correspond-

ing to the plurality of pixels included in the pixel group;
and

selectively correcting the determined values of the coordi-

nate indications according to the area to determine final
values of the coordinate indications,

wherein the correcting of the determined values of the

coordinate indications comprises:

determining the determined values of the coordinate
indications as the final values of the coordinate indi-
cations, if the determined area is the first area,

correcting the value of a coordinate indication X,
among the determined values of the coordinate indi-
cations by a first equation and determining the values
of the coordinate indications including the corrected
value of the coordinate indication x,” as the final
values of the coordinate indications, if the determined
area is the second area,

correcting the value of a coordinate indication
Vo _among the determined values of the coordinate
indications by a second equation and determining the
values of the coordinate indications including the cor-
rected value of the coordinate indication y,’ as the
final values of the coordinate indications, if the deter-
mined area is the third area, and

correcting the values of the coordinate indications x,’
and y,” among the determined values of the coordi-
nate indications by the first and second equations and
determining the values of the coordinate indications
including the corrected values of the coordinate indi-
cations X,” and y,’ as the final values of the coordinate
indications, if the determined area is the fourth area.

13. The method of claim 12, wherein the first equation is
Xo=(Xq'=1) mod 7 and the second equation is y,=(y,'-1) mod
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14. The method of claim 13, wherein the predetermined
coordinates calculation rule is defined as the following equa-
tions,

—73 2.
X=Txx3+Toxx,4 7 +xg

Y=T3x=y3+Trdy,+4y,+Vo.

15. An apparatus to detect coordinates of a position on a
display based on a pixel groups arranged on the display, the
apparatus comprising:

a camera unit configured to capture an image of a pixel
group of the display corresponding to a specific position,
when an electronic pen is placed at the specific position
on the display;

a recognizer configured to:
detect a reference point in one pixel included in the pixel

group; and
determine a position area of the pixel group according to
the reference point; and

a coordinate indication decider configured to determine
values of coordinate indications corresponding to a plu-
rality of pixels included in the pixel group in the area;
and

a coordinates decider configured to apply a predetermined
coordinates calculation rule to the values of the coordi-
nate indications and determine final coordinates of the
electronic pen,

wherein the coordinate indications have predetermined
patterns defined as predetermined values, and each coor-
dinate indication is located at one of the positions
defined in a sub-pixel of each of the pixels of the pixel
group except for the one pixel from which the reference
point is detected.

16. The apparatus of claim 15,

wherein the recognizer determines the predetermined val-
ues corresponding to the predetermined patterns of the
coordinate indications as the values of the coordinate
indications and determines values of coordinate indica-
tions corresponding to the plurality of pixels included in
the pixel group.

17. The apparatus of claim 16, wherein coordinate indica-
tions X, and y, are allocated to sub-pixels of a pixel corre-
sponding to the reference point, coordinate indications X5, X,
and x, are allocated to sub-pixels of a pixel without the ref-
erence point that are located at the same X coordinate as the
reference point, coordinate indications y;, y, and y, are allo-
cated to sub-pixels of a pixel without the reference point that
are located at the same Y coordinate as the reference point,
and parity indications are allocated to sub-pixels of a pixel
located in a diagonal direction from the pixel corresponding
to the reference point in the pixel group having the reference
point.

18. The apparatus of claim 17, wherein the area is one of a
first area representing the pixel group having the reference
point, a second area shifted from the first area by one pixel
along an X-axis, a third area shifted from the first area by one
pixel along a Y-axis, and a fourth area shifted from the first
area by one pixel along the X-axis and by one pixel along the
Y-axis.

19. The apparatus of claim 18, wherein the coordinate
indication decider determines the determined values of the
coordinate indications as final values of the coordinate indi-
cations, if the determined area is the first area, corrects the
value of a coordinate indication x,” among the determined
values of the coordinate indications by a first equation and
determines the values of the coordinate indications including
the corrected value of the coordinate indication X, as the final
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values of the coordinate indications, if the determined area is
the second area, corrects the value of a coordinate indication
vy, among the determined values of the coordinate indica-
tions by a second equation and determines the values of the
coordinate indications including the corrected value of the
coordinate indication y,” as the final values of the coordinate
indications, if the determined area is the third area, and cor-
rects the values of the coordinate indications x,” and y,’
among the determined values of the coordinate indications by
the first and second equations and determines the values of the
coordinate indications including the corrected values of the
coordinate indications X,” and y,’ as the final values of the
coordinate indications, if the determined area is the fourth
area.

20. The apparatus of claim 19, wherein the first equation is
X,=(X,'-1) mod 7 and the second equation is y,=(y,'-1) mod

21. The apparatus of claim 20, wherein the predetermined
coordinates calculation rule is defined as the following equa-
tions,

X=T3xx3+7xx,47 0%, 4%

Y=T3x=xp3+TXTxpo 4% 1 +70-

22. The apparatus of claim 15, wherein the apparatus is
included in the electronic pen.

23. An apparatus to detect coordinates of a position on a
display based on a plurality of pixel groups arranged on the
display, the apparatus comprising:

a recognizer configured to;

detect a reference point in one pixel included in a pixel
group corresponding to a specific position, the refer-
ence point being detected by processing an image of
the pixel group of the display captured through a
camera provided in the electronic pen, when the elec-
tronic pen is placed at the specific position on the
display, and

determine a position area of the pixel group according to
the reference point;

a coordinate indication decider configured to determine
values of coordinate indications corresponding to a plu-
rality of pixels included in the pixel group in the area;
and

a coordinates decider configured to apply a predetermined
coordinates calculation rule to the values of the coordi-
nate indications to determine final coordinates of the
electronic pen,

wherein the coordinate indications have predetermined
patterns defined as predetermined values, and each coor-
dinate indication is located at one of the positions
defined in a sub-pixel of each of the pixels of the pixel
group except for the one pixel from which the reference
point is detected.

24. The apparatus of claim 23,

wherein the recognizer determines the predetermined val-
ues corresponding to the predetermined patterns of the
coordinate indications as the values of the coordinate
indications and determines values of coordinate indica-
tions corresponding to the plurality of pixels included in
the pixel group.

25. The apparatus of claim 24, wherein coordinate indica-
tions X, and y, are allocated to sub-pixels of a pixel corre-
sponding to the reference point, coordinate indications X, X,
and x, are allocated to sub-pixels of a pixel without the ref-
erence point that are located at the same X coordinate as the
reference point, coordinate indications y;, y, and y, are allo-
cated to sub-pixels of a pixel without the reference point that
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are located at the same Y coordinate as the reference point,
and parity indications are allocated to sub-pixels of a pixel
located in a diagonal direction from the pixel corresponding
to the reference point in the pixel group having the reference
point.

26. The method of claim 25, wherein the area is one of a
first area representing the pixel group having the reference
point, a second area shifted from the first area by one pixel
along an X-axis, a third area shifted from the first area by one
pixel along a Y-axis, and a fourth area shifted from the first
area by one pixel along the X-axis and by one pixel along the
Y-axis.

27. The apparatus of claim 26, wherein the coordinate
indication decider determines the determined values of the
coordinate indications as final values of the coordinate indi-
cations, if the determined area is the first area, corrects the
value of a coordinate indication x,” among the determined
values of the coordinate indications by a first equation and
determines the values of the coordinate indications including
the corrected value of the coordinate indication x,,” as the final
values of the coordinate indications, if the determined area is
the second area, corrects the value of a coordinate indication
vy, among the determined values of the coordinate indica-
tions by a second equation and determines the values of the
coordinate indications including the corrected value of the
coordinate indication y,” as the final values of the coordinate
indications, if the determined area is the third area, and cor-
rects the values of the coordinate indications x,” and y,’
among the determined values of the coordinate indications by
the first and second equations and determines the values of the
coordinate indications including the corrected values of the
coordinate indications X, and y,’ as the final values of the
coordinate indications, if the determined area is the fourth
area.

28. The apparatus of claim 27, wherein the first equation is
Xo=(X,'-1) mod 7 and the second equation is y,=(y,'-1) mod

29. The apparatus of claim 28, wherein the predetermined
coordinates calculation rule is defined as the following equa-
tions,

X=T3xx34 755,47 0% 4%

Y=73x=0y;+Tordy,+40y+¥,.

30. The apparatus of claim 23, wherein the apparatus is
included in an electronic blackboard.
31. A display panel to display content received from an
electronic pen, on which pixel groups are arranged,

wherein each pixel group is a minimum recognition unit of
the electronic pen and includes first to fourth pixels,

wherein a pattern representing a reference point is formed
on a first sub-pixel among sub-pixels of the first pixel,

wherein patterns representing coordinate indications X,
and y, are formed on the other sub-pixels of the first
pixel,

wherein patterns representing coordinate indications X5, X,
and x, are formed on sub-pixels of the second pixel
located at the same Y coordinate as the first pixel,

wherein patterns representing coordinate indications y, y,
and y, are formed on sub-pixels of the third pixel that are
located at the same X coordinate as the reference point,
and

wherein patterns representing parity indications are
formed on sub-pixels of the fourth pixel that are located
in a diagonal direction from the first pixel.
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32. A method of fabricating a display panel to display
content received from an electronic pen, the method compris-
ing:

arranging pixel groups, each pixel group being a minimum

recognition unit of the electronic pen and including first
to fourth pixels;

forming a pattern representing a reference point on a first

sub-pixel among sub-pixels of the first pixel;

forming patterns representing coordinate indications X,

and y, on the other sub-pixels of the first pixel;

forming patterns representing coordinate indications X5, X,

and x, on sub-pixels of the second pixel located at the
same Y coordinate as the first pixel;
forming patterns representing coordinate indications y;, y,
andy, on sub-pixels of the third pixel located at the same
X coordinate as the reference point; and

forming patterns representing parity indications on sub-
pixels of the fourth pixel located in a diagonal direction
from the first pixel.
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